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SUPER IMPACT GREASE 
Heavy Duty Shock Resistant Grease 

SUPER IMPACT GREASE is specially formulated to withstand extreme pressures associated 
with heavy impact, yet maintains good shear stability and long life.  The special thickener gives 
SUPER IMPACT GREASE the ability to withstand high temperatures without melting or 
running like other conventional greases. 

Great for use in: 
• Oil rigs 
• Construction

• Mining
• Agriculture

• Logging
• Automotive 

Provides Protection for: 
• Vehicle drive lines 
• Chassis points 
• Fifth wheels 

• Ball joints 
• Wheel bearings (even with disc 

brakes)

Features and Benefits: 
• Adhesive and Cohesive – special thickener provides natural tackiness preventing 

moisture and other corrosive materials from reaching critical parts. 
• Meets and exceeds the demanding automotive and industrial testing requirements of 

ASTM D 4950, earning it the GC-LB classification by the National Lubricating Grease 
Institute.

Properties:
TYPICAL SPECIFICATIONS 

Product Number .....................................................................................................................184603
Appearance ...................................................................................................................... Semi-solid 
Texture .................................................................................................................................. Smooth 
Color ........................................................................................................................................Green 
Fragrance ............................................................................................................... Slight Petroleum 
NLGI Grade .....................................................................................................................................2 
Flash Point, °F..............................................................................................................................473
Viscosity @ 40 °C, cSt ................................................................................................................118 
Viscosity @ 100 °C, cSt .............................................................................................................12.5 
Viscosity @ 100 °F, SUS.............................................................................................................617 
Viscosity @ 210 °F, SUS............................................................................................................69.8 
Viscosity Index ..............................................................................................................................97
Penetration Worked .....................................................................................................................280
Dropping Point, °F.................................................................................................................... 570+ 
Timken OK Load, lbs ....................................................................................................................65 
4-Ball EP Weld ............................................................................................................................620
Load Wear Index............................................................................................................................65
Wheel Bearing Leakage...................................................................................................................4
Thickener Type ....................................................................................Calcium Sulfonate Complex 
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